'Initialise                                                  'Start of program

   Dim Acclowbyte As Byte                                   'Byte used for Portd, the low byte input port.

   Dim Acchighbyte As Byte                                  'Byte used for Portc, the high byte input port.

   Dim Accelerator As Word                                  'Combined Accelerator value

   Dim Portcpinsdirection As Byte                           'Port C I/O direction

   Config Portb = Output                                    'Portb is used to drive the external D/A converter

   Portb = &B0                                              'Clear portb

   Config Portd = Input                                     ' Portd is used for the accelerator low byte input

   Portcpinsdirection = &B0000                              ' Portc is used for the accelerator high byte input

   Out &H34 , Portcpinsdirection

   Acclowbyte = &B0                                         'Reset acceleratorvalues to zero

   Acchighbyte = &B0

Start:

   Acclowbyte = Inp(&H30)                                   'Read LCD accelerator input

   Acchighbyte = Inp(&H33)

   'Acclowbyte = &B11111110

   'Acchighbyte = &B10101111

   Shift Acchighbyte , Left , 6

   Shift Acchighbyte , Right , 6

   Accelerator = Makeint(acclowbyte , Acchighbyte)          'Combine the high and low accelerator bytes

   If Accelerator = &B1111111111 Then Portb = &B0           'Determine the D/A converter value

   If Accelerator = &B1111111110 Then Portb = &B11010       'and provide it to the external D/A converter

   If Accelerator = &B1111111100 Then Portb = &B110011

   If Accelerator = &B1111111000 Then Portb = &B1001101

   If Accelerator = &B1111110000 Then Portb = &B1100110

   If Accelerator = &B1111100000 Then Portb = &B10000000

   If Accelerator = &B1111000000 Then Portb = &B10011001

   If Accelerator = &B1110000000 Then Portb = &B10110011

   If Accelerator = &B1100000000 Then Portb = &B11001100

   If Accelerator = &B1000000000 Then Portb = &B11100110

   If Accelerator = &B0000000000 Then Portb = &B11111111

   If Accelerator > &B1111111111 Then Portb = &B0

Goto Start

End

